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Fuel Grade Raw Petrol Coke 
(Low Sulphur) 

	Specification 
Sl No 
	Parameter 
	Unit 
	Value 

	1 
	Moisture content (As received) 
	% Mass 
	8 max 

	2 
	Ash ( ADB ) 
	% Mass 
	1 max 

	3 
	Volatile Matter 
( ADB ) 
	% Mass 
	8 min 

	4 
	Fixed Carbon (Calculated) 
	% Mass 
	87 min 

	5 
	Total Sulphur 
( ADB ) 
	% Mass 
	3.5 to 5 max 

	6 
	Hargrove Grindability Index (HGI) 
	             35-60 min. 

	7 
	Gross Calorific Value (GCV)( ADB ) 
	Kcal/Kg 
	8200 min 
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SN Parameter uom Method Specification Result
1| Total Sulphur on Dry Basis W% ASTM D1552 8.5 Max 48
2 | Gross Calorific Value (GCV) KeallKg ASTM D5865 8200 Min 8502
3 | Moisture (after initial drying) W% ASTM D7582 To Report 062
4 [ Ash (dry basis) W% ASTM D7582 1.00 Max 040
5 | Volatile Matter W% ASTM D7582 7.00 Min 1092
6 | Fixed Carbon on dry basis W% ASTM D7582 88.00 Min 88.06
7 | Moisture as received basis W% 1S 1448[P-132] 8.0 Max 56
8 | Hardgove Grindability Index (HGI) Index 1S 4433 35 Min 38





